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APPLICATION:

ASH DATA
CAT 6A U/UTP PUC or LSZH SHEATH
COMMUNICATION LAN CABLES

- LAN cable used in a horizontal or vertical configuration, it constitutes the base of a voice, data. Suitable for building structured cabling supports IP-
based security and building automation systems that supports 500 Mbit/sec, (U/UTP Unshielded Twisted Pair Cable)

CONSTRUCTION DETAILS

Reference Standard

ANSI TIA 568-C.2 CAT 6A & ISO/IEC 11801, IEC-61156-5

Conductor Material

Plain annealed Copper to ASTM B3,

Conductor Size

23 AWG Solid conductors.

Insulation

Extruded Polyethylene compound.

Insulation color

Pair No. Conductor Conductor
A B
1 White/Blue Strip Blue
2 White/Orange Strip Orange
3 White/Green Strip Green
4 White/Brown Strip Brown

Pair formation

Two insulated conductors are uniformly twisted to form a pair, twisted with suitable lay.

Assembly

Pairs twisted with staggered lay technique. Twisted pairs are assembled with a cradle separator.

Outer Sheathing

Extruded Flame-Retardant Polyvinyl chloride (PVC) compound.
Extruded Low Smoke Zero Halogen (LSZH) Flame Retardant compound. (Indoor application)

Rip Cord

Yes, under sheath.

Marking (Ink Jet Printing)

ASH DATA CAT 6A U/UTP 4P X 23 AWG CU/PE/PVC ANSI/TIA 568-C.2 ISO/IEC 11801
ASHCABLES MADE IN KSA (Year of Manufacturing)

Cable Cross sectional drawing

Figure 1 Ny

ELECTRICAL PROPERTY

Figure 1

Conductor Size

23 AWG

Conductor DC Resistance @ 20°C

<93.8 (Q/km)

Resistance Unbalance (Max.)

2%

Capacitance (conductor to conductor)(nom.)

56 nF/km

Insulation Resistance (Min.)

5000 MQ/Km (500 Volts / 1 Min.)

Dielectric Strength

1.7 kVDC for 2 Seconds

Nominal Velocity of Propagation 68%
Characteristic Impedance (MHz) 100 + 15
PLAIN ANNEALED SOLID COPPER CONDUCTOR
2 PE INSULATION
3 PVC OR LSZH FINAL JACKET
4, CRADLE SEPARATOR
DIMENSIONAL DATA SHEET
SIZE OUTERSHEATH | APPRX. CABLE Approx. s:“"d:;d
S/N ASH CABLES ITEM CODE No. of Pairs THICKNESS DIAMETER Cable Weight (fe:;‘;:“ o
X size (AWG) NOM. (mm) (mm) (kg/km)
1 D8A6-04P23AWG-UGRXA 4P X 23AWG 0.50 6.60 45 1000/305
Dimensions and Weights are subject for manufacturing Tolerance.
Diameter Tolerance: + 1.0 mm
PERFORMANCE CHARACTERISTICS
Frequency Max. Return Loss NEXT LOSS PSNEXT LOSS ELFEXT PSELFEXT Propagation
(Mhz) Attenuation | (RL) dB (min) (dB)(min) (dB)(min) (ACRF) dB/100m (PS ACRF) Dj'gg
(dB/100m) (Min) dB/100m (Min) e
1 20 200 473 723 678 64.8 570
4 38 230 653 633 558 528 552
8 53 245 608 58.8 49.7 46.7 547
10 59 250 59.3 57.3 47.8 448 545
16 75 250 56.2 54.2 437 407 543
20 84 250 548 528 418 388 542
25 94 243 533 513 398 368 541
31.25 10.5 236 519 499 379 349 540
625 15.0 215 474 454 319 289 539
100 19.1 201 443 423 278 248 538
200 276 180 398 378 218 188 537
250 311 17.3 383 363 19.8 16.8 536
300 345 16.8 371 351 183 15.3 536
400 40.1 159 353 333 15.8 128 536
500 453 152 338 318 13. 10.8 536

FLAME BEHAVIOUR, MECHANICAL & ENVIRONMENTAL PROPERTY

Operating Temperature
Bending Radius
Flame Retardance

PACKING

-20°C to 70°C
8 X Cable Outer Diameter

Pass Flame retardant test requirement as per IEC:60332-1

1000FT/305M Spool

Each spools/drum shall be marked with ASH cables standard practice.
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